
Rated data IEC 61984

Rated cross section [mm²] 2.5

Cross section range AWG 26 - 12

Connection capacity Rigid Flexible Ferrule

without/with plastic sleeve

1 conductor [mm²] 0.14 - 4 0.14 - 2.5 0.14 - 2.5 0.14 - 2.5

2 flexible conductors with a TWIN ferrule [mm²] - - - 0.5

Connection cross sections directly plug-in [mm²] 0.34 - 4 - 0.34 - 2.5 0.34 - 2.5

General data

Stripping length [mm] 8 - 10

Insulating material PA

Flammability rating in accordance with UL 94 V0

Note: Additional or deviating data is listed alongside the respective product.
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Terminal blocks – CLIPLINE complete
2.5 mm2 COMBI PT plug-in connection solutions

Description
No. of

pos.
Color Type Order No. Pcs./Pkt. Type Order No. Pcs./Pkt.

① Bridge1) 2 red FBS  2-5 3030161 50 FBSR  2-5 3033702 50

  3 red FBS  3-5 3030174 50 FBSR 3-5 3001591 50

  4 red FBS  4-5 3030187 50 FBSR 4-5 3001592 50

  5 red FBS  5-5 3030190 50 FBSR 5-5 3001593 50

  10 red FBS 10-5 3030213 10 FBSR 10-5 3033710 10

  20 red FBS 20-5 3030226 10

③ Modular test plug red PS-5 3030983 10      

④ Spacer plate red DP PS-5 3036725 10      

⑤ Test plug metal part gray MPS-MT 0201744 10      

⑥ Insulating sleeve, for MPS metal part red MPS-IH RD 0201676 10      

⑦ Test adapter, 4 mm socket hole gray PAI-4-N GY 3032871 10      

⑩ Insulating sleeve white ISH 2,5/0,2 3002843 50      

0.25 - 0.5 mm² gray ISH 2,5/0,5 3002856 50      

0.75 - 1 mm² black ISH 2,5/1,0 3002869 50      

 Coding profile red PC 3040588 50      

Screwdriver SZF 1-0,6X3,5 1204517 10      

⑭ Reducing bridge For RB ..., see page 408.

⑮ Vertical potential bridge For FBS-PV ..., see page 404.

⑰ Partition plates/end cover segments For ATP-... / DS-..., visit phoenixcontact.net/products  

⑱ Cover Listed alongside the respective product.

 Center groove labeling UC-TM 5, UCT-TM 5 or ZB 5. See also Catalog 3, selection tables, from page 60.

 Center and side groove labeling UC-TMF 5, UCT-TMF 5 or ZBF 5. See also Catalog 3, selection tables, from page 60.

 Lateral groove labeling UC-TMF 5, UCT-TMF 5 or ZBF 5. See also Catalog 3, selection tables, from page 60.

 DIN rail and end bracket See Catalog 3

 Cover for conductor shaft For CEC ..., see page 421.

 Latching, strain relief, shielding See from page 362.

 Screw flanges, screw flange cover See from page 372.

For full accessories, visit phoenixcontact.net/products Note: Additional or deviating accessories are listed alongside the respective product.

Notes:

In addition to the product, the internal electrical wiring is provided 

as a circuit diagram. Free connection points for bridging are 

indicated by a black dot.

The specified technical data and approvals refer to the first product 

in each column. For information on the products below, 

please refer to phoenixcontact.net/products

For full details of UL and CSA use groups, file nos., and Internet 

links, please visit phoenixcontact.net/products

1) The bridge current is listed alongside the respective product. For 

additional colors, see page 402.

General technical data

System accessories
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For further information and full technical data, visit phoenixcontact.net/products

Technical data1) Technical data1)

Dimensions Width Length Height Width Length Height

[mm] 5.2 48.5 36.5 (NS 35/7,5) 5.2 60.5 36.5 (NS 35/7,5)

Maximum electrical data I
max.

 [A]   U
max.

 [V]   max. Ø [mm²] AWG (UL) I
max.

 [A]   U
max.

 [V]   max. Ø [mm²] AWG (UL)

  242) 500 0.14 - 4 26-12 242) 500 0.14 - 4 26-12

Maximum bridge current [A] 24 (FBS) / 17.5 (FBSR)   24 (FBS) / 17.5 (FBSR)

Rated data IEC UL / CUL CSA Ex IEC UL / CUL CSA Ex

Rated voltage [V] 500 600 300 - 500 600 300 -

Nominal current / cross section [A] / [mm²] 242) / 2.5 20 / - 20 / - - / - 242) / 2.5 20 / - 20 / - - / -

Ordering data Ordering data

Description Color Type   Order No. Pcs./Pkt. Type   Order No. Pcs./Pkt.

Terminal block gray PT 2,5/1P ① 3210033 50 PT 2,5-TWIN/1P ① 3209633 50

blue PT 2,5/1P BU ① 3210046 50 PT 2,5-TWIN/1P BU ① 3209646 50

Ground terminal green-yellow PT 2,5/1P-PE ② 3210059 50 PT 2,5-TWIN/1P-PE ② 3209659 50

Accessories1) Accessories1)

Cover, width: 2.2 mm gray D-ST 2,5 3030417 50 D-ST 2,5-TWIN 3030488 50

Terminal blocks – CLIPLINE complete
2.5 mm2 COMBI PT plug-in connection solutions

24 A, feed-through terminal block 24 A, feed-through terminal block, 

3 connections

             

②

① ①

②

Feed-through, multi-conductor, 
multi-level, and ground terminal 
blocks
Notes:

1) For additional accessories and technical data, see page 290.

2) For derating curve, visit phoenixcontact.net/products

For screw flange, see page 372.

For self-locking flange, see page 371.

Technical data1) Technical data1)

Dimensions Width Length Height Width Length Height

[mm] 5.2 81 36.5 (NS 35/7,5) 5.2 111.2 36.8 (NS 35/7,5)

Maximum electrical data I
max.

 [A]   U
max.

 [V]   max. Ø [mm²] AWG (UL) I
max.

 [A]   U
max.

 [V]   max. Ø [mm²] AWG (UL)

  242) 500 0.14 - 4 26-12 242) 500 0.14 - 4 26-12

Maximum bridge current [A] 24 (FBS) / 17.5 (FBSR)   24 (FBS) / 17.5 (FBSR)

Rated data IEC UL / CUL CSA Ex IEC UL / CUL CSA Ex

Rated voltage [V] 500 600 300 - 500 300 - -

Nominal current / cross section [A] / [mm²] 242) / 2.5 20 / - 20 / - - / - 242) / 2.5 20 / - - / - - / -

Ordering data Ordering data

Description Color Type   Order No. Pcs./Pkt. Type   Order No. Pcs./Pkt.

Terminal block gray PT 2,5-QUATTRO/2P ① 3209662 50 PT 2,5-HEXA/3P ① 3040044 50

blue PT 2,5-QUATTRO/2P BU ① 3209675 50 PT 2,5-HEXA/3P BU ① 3040048 50

Ground terminal green-yellow PT 2,5-QUATTRO/2P-PE ② 3209688 50 PT 2,5-HEXA/3P-PE ② 3040052 50

Accessories1) Accessories1)

Cover, width: 2.2 mm gray D-ST 2,5-QUATTRO/2P 3040083 50 D-PT 2,5-HEXA/3P 3040058 50

Spacer plate, width: 5.2 mm orange DP-PT 2,5-HEXA/3P 3040060 50
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24 A, feed-through terminal block, 

4 connections

24 A, feed-through terminal block, 

6 connections

        

②

① ①

②

Feed-through, multi-conductor, 
multi-level, and ground terminal 
blocks
Notes:

1) For additional accessories and technical data, see page 290.

2) For derating curve, visit phoenixcontact.net/products

For screw flange, see page 372.

For self-locking flange, see page 371.
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矩形

d8758
橢圓形



Technical data1)

Dimensions Width Length Height Height plugged

[mm] 5.2 x No. of 

pos.

15.8 40.2 24

Maximum electrical data I
max.

 [A]   U
max.

 [V]   max. Ø [mm²] AWG (UL)

  242) 500 0.14 - 4 26-12

Rated data IEC UL / CUL CSA Ex

Rated voltage [V] 500 600 300 -

Nominal current / cross section [A] / [mm²] 242) / 2.5 20 / - 20 / - - / -

Ordering data

Description
No. of

pos.
Width Color Type   Order No. Pcs./Pkt.

COMBI connectors 1 5.2 mm gray PP-H 2,5/ 1 ① 3209866 50

2 10.4 mm gray PP-H 2,5/ 2 ① 3209879 50

3 15.6 mm gray PP-H 2,5/ 3 ① 3209882 50

4 20.8 mm gray PP-H 2,5/ 4 ① 3209895 50

5 26 mm gray PP-H 2,5/ 5 ① 3209905 50

6 31.2 mm gray PP-H 2,5/ 6 ① 3209918 25

7 36.4 mm gray PP-H 2,5/ 7 ① 3209921 25

8 41.6 mm gray PP-H 2,5/ 8 ① 3209934 25

9 46.8 mm gray PP-H 2,5/ 9 ① 3209947 25

10 52 mm gray PP-H 2,5/10 ① 3209950 25

11 57.2 mm gray PP-H 2,5/11 ① 3209963 10

12 62.4 mm gray PP-H 2,5/12 ① 3209976 10

13 67.6 mm gray PP-H 2,5/13 ① 3209989 10

14 72.8 mm gray PP-H 2,5/14 ① 3209992 10

15 78 mm gray PP-H 2,5/15 ① 3210004 10

1 5.2 mm blue PP-H 2,5/ 1 BU ① 3210017 50

1 5.2 mm green-yellow PP-H 2,5/ 1 GNYE ① 3210020 50

Accessories1)

Test plug metal part, 2.3 mm Ø gray MPS-MT 0201744 10

Insulating sleeve, for MPS metal part red MPS-IH RD 0201676 10

Latching and strain relief systems, 

for all plugs with conductor exit at top, 2-pos.

orange PRZ 3040614 50

Latching, for connectors, 1-pos. orange PR 3040559 50

2-pos. orange PR/2 3040630 50

Strain relief, for plugs, 2-pos. black PZ/2 3040627 50

Screw flange cover, for SP-H ... and PP 2,5..., 

PP-H ...COMBI connectors

gray DF-SP-H 2,5 3209824 50

Cable housing, for COMBI plugs SP-H ... 

and PP-H ..., 2-pos.

gray PH 2,5/ 2 3209691 50

3-pos. gray PH 2,5/ 3 3209701 50

4-pos. gray PH 2,5/ 4 3209714 50

5-pos. gray PH 2,5/ 5 3209727 50

6-pos. gray PH 2,5/ 6 3209730 25

7-pos. gray PH 2,5/ 7 3209743 25

8-pos. gray PH 2,5/ 8 3209756 25

9-pos. gray PH 2,5/ 9 3209507 25

10-pos. gray PH 2,5/10 3209769 25

11-pos. gray PH 2,5/11 3209772 10

12-pos. gray PH 2,5/12 3209785 10

13-pos. gray PH 2,5/13 3209798 10

14-pos. gray PH 2,5/14 3209808 10

15-pos. gray PH 2,5/15 3209811 10
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Terminal blocks – CLIPLINE complete
2.5 mm2 COMBI PT plug-in connection solutions

Notes:

1) For additional accessories and technical data, see page 290.

2) For derating curve, visit phoenixcontact.net/products

      

24 A, connector, connection in plug-in 

direction

①

– Comprehensive, optional snap-on 
accessories available

– Practical coding facility
– Large-surface marking options
– Robust cable housings are available 

for strain relief on connecting cables

COMBI connectors
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For further information and full technical data, visit phoenixcontact.net/products

     

Technical data1) Technical data1)

Dimensions Width Length Height Width Length Height

[mm] 5.2 x No. of 

pos.

20.5 41 5.2 x No. of 

pos.

20.5 41

Maximum electrical data I
max.

 [A]   U
max.

 [V]   max. Ø [mm²] AWG (UL) I
max.

 [A]   U
max.

 [V]   max. Ø [mm²] AWG (UL)

  24 500 0.14 - 4 26-12 242) 500 0.14 - 4 26-12

Rated data IEC UL / CUL CSA Ex IEC UL / CUL CSA Ex

Rated voltage [V] 500 300 300 - 500 300 300 -

Nominal current / cross section [A] / [mm²] 24 / 2.5 20 / - 20 / - - / - 242) / 2.5 20 / - 20 / - - / -

Connection capacity Rigid Flexible Ferrule

without/with plastic sleeve

Rigid Flexible Ferrule

without/with plastic sleeve

1 conductor [mm²] 0.14 - 4 0.14 - 2.5 - 0.14 - 2.5 0.14 - 4 0.14 - 2.5 - 0.14 - 2.5

Connection cross sections directly plug-in [mm²] 0.34 - 4 - 0.34 - 2.5 0.5 - 2.5 0.34 - 4 - 0.34 - 2.5 0.5 - 2.5

Ordering data Ordering data

Description
No. of

pos.
Width Color Type   Order No. Pcs./Pkt. Type   Order No. Pcs./Pkt.

COMBI coupling 2 10.4 mm gray PPC 2,5/2 ① 3000656 50

3 15.4 mm gray PPC 2,5/3 ① 3000657 50

4 20.6 mm gray PPC 2,5/4 ① 3000658 50

5 25.7 mm gray PPC 2,5/5 ① 3000659 50

6 30.9 mm gray PPC 2,5/6 ① 3000660 25

7 36 mm gray PPC 2,5/7 ① 3000661 25

8 41.2 mm gray PPC 2,5/8 ① 3000662 25

9 46.3 mm gray PPC 2,5/9 ① 3000663 25

10 51.5 mm gray PPC 2,5/10 ① 3000664 25

11 56.6 mm gray PPC 2,5/11 ① 3000665 10

12 61.8 mm gray PPC 2,5/12 ① 3000666 10

13 66.9 mm gray PPC 2,5/13 ① 3000667 10

14 72.1 mm gray PPC 2,5/14 ① 3000668 10

15 77.2 mm gray PPC 2,5/15 ① 3000669 10

COMBI coupling, 

for self-assembly

1 5.2 mm gray PPC 2,5/1-L ① 3000653 50

1 5.2 mm blue PPC 2,5/1-L BU ① 3000654 50

1 5.2 mm green-yellow PPC 2,5/1-L GNYE ① 3000655 50

Accessories1) Accessories1)

Test plug metal part, 2.3 mm Ø gray MPS-MT 0201744 10 MPS-MT 0201744 10

Insulating sleeve, for MPS metal part red MPS-IH RD 0201676 10 MPS-IH RD 0201676 10

Cover, width: 2.2 mm gray D-PPC 2,5 3000671 50 D-PPC 2,5 3000671 50

Coding star, with 4 coding branches, 

can be inserted in all basic terminal blocks

red PC 3040588 50 PC 3040588 50
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Terminal blocks – CLIPLINE complete
2.5 mm2 COMBI PT plug-in connection solutions

24 A, coupling 24 A, coupling, for self-assembly

Notes:

1) For additional accessories and technical data, see page 290.

2) For derating curve, visit phoenixcontact.net/products

Couplings
① ①
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   

Technical data1) Technical data1)

Dimensions Width Length Height Width Length Height

[mm] 5.2 41 35.2 (NS 35/7,5) / 34.7 (NS 15) 5.2 -

Maximum electrical data I
max.

 [A]   U
max.

 [V]   max. Ø [mm²] AWG (UL)     max. Ø [mm²] AWG (UL)

  242) 500 0.14 - 4 26-12 - -

Rated data IEC UL / CUL CSA Ex IEC UL / CUL CSA Ex

Rated voltage [V] 500 300 300 - - - - -

Nominal current / cross section [A] / [mm²] 242) / 2.5 20 / - 20 / - - / - - - / - - / - - / -

Connection capacity Rigid Flexible Ferrule

without/with plastic sleeve

Rigid Flexible Ferrule

without/with plastic sleeve

1 conductor [mm²] 0.14 - 4 0.14 - 2.5 - 0.14 - 2.5 - - - -

Connection cross sections directly plug-in [mm²] 0.34 - 4 - 0.34 - 2.5 0.5 - 2.5 - - - -

Ordering data Ordering data

Description Color Type   Order No. Pcs./Pkt. Type   Order No. Pcs./Pkt.

COMBI coupling gray PPC 2,5-NS/1-L ① 3000652 50

Panel feed-through, for snapping on to 

receptacles, 1 SSL 2.5 consists of a left-hand 

and a right-hand element, for metal thicknesses 

of 0.8 - 3 mm

gray SSL 2,5 3043815 50

Accessories1) Accessories1)

Test plug metal part, 2.3 mm Ø gray MPS-MT 0201744 10

Insulating sleeve, for MPS metal part red MPS-IH RD 0201676 10

Cover, width: 2.2 mm gray D-PPC 2,5 3000671 50

Coding star, with 4 coding branches, 

can be inserted in all basic terminal blocks

red PC 3040588 50

Fit the receptacle and SSL 2.5 in panel cutout Fixing the receptacle

296 PHOENIX CONTACT

Terminal blocks – CLIPLINE complete
2.5 mm2 COMBI PT plug-in connection solutions

24 A, coupling for DIN rail mounting Panel feed-through

– The panel feed-through can be used 
to securely fasten free-hanging PPC 2,5 
couplings in panel cutouts

– The panel feed-through elements 
are snapped onto the free-hanging 
receptacles, and pushed into the panel 
cutout where they snap in automatically

Notes:

1) For additional accessories and technical data, see page 290.

2) For derating curve, visit phoenixcontact.net/products

Couplings
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